SENTRY

RAPTOR GUARD™ “X”
PERCHING DETERRENTS

PREVENTING OUTAGES ON DISTRIBUTION POLES REQUIRES A - ,

BLOCKING THE AIR GAP AND THE POTENTIAL OF BOTH @

PHASE-TO-GROUND AND PHASE-TO-PHASE CONTACT. V-0 FLAME HOTSTICK =138 KV
RETARDANT OPTION RATING

“X" SHAPE ISOLATED ENERGIZED DANGER ZONES AND
BLOCK AIR GAPS

“X" DETERS PERCHING, AS PROVEN BY LIVE FLIGHT CAGE
RAPTOR TESTS CONDUCTED IN COLLABORATION WITH THE
ROCKY MOUNTAIN RAPTOR PROGRAM

HOTSTICK OPTION AVAILABLE

VERTICAL
RAPTOR GUARD™
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RAPTOR GUARD™ “X"
PERCHING DETERRENTS

4 e & 9 W~

RAPTOR GUARD™ "X" VERTICAL RAPTOR GUARD™ "X" VERTICAL RAPTOR GUARD™ "X" VERTICAL RAPTOR GUARD™ "X"
RGS0-24 RAPTOR GUARD™ "X" RGS0-24 RAPTOR GUARD™ "X" RGSO-24 RAPTOR GUARD™ "X" RGSO-24
RGVT-24 RGVT-24 RGVT-24

SKU COVERAGE MOUNT TYPE qQry

RGFL-12 22" FLAT MOUNT 25

RGS0-12 22" 33/4" CROSS ARM - SLIP ON 25

RGHS-12 22" 33/4" CROSS ARM - HOTSTICK 25

RGAN-12 22" ANGLE IRON 25

RGFL-16 26" FLAT MOUNT 25

RGS0-16 26" 33/4" CROSS ARM - SLIP ON 25

RGHS-16 26" 33/4" CROSS ARM - HOTSTICK 25

RGFL-24 34" FLAT MOUNT 20

RGS0-24 34" 33/4" CROSS ARM - SLIP ON 25

RGVT-24 34" VERTICAL POLE MOUNT 20

RGVT-24-W 34" VERTICAL POLE MOUNT 20

RGHS-24 34 33/4" CROSS ARM - HOTSTICK 20

RGAN-24 34 ANGLE IRON 20

RGFL-36 46" FLAT MOUNT 20

RGS0-36 46" 33/4" CROSS ARM - SLIP ON 20

RGEX +10" EXTENSION FOR RGS0-36 50

RGPT Pole Top VERTICAL POLE MOUNT WITH POLE MOUNT INSULATORS 35

RGPT-2 Pole Top VERTICAL POLE MOUNT WITHOUT POLE MOUNT INSULA- 20

TORS

TESTS RESULTS

UL 651 WEATHER RESISTANT
ASTM D635 FLAMMABILITY SELF EXTINGUISHING
UL 94 FLAMMABILITY V-0

ASTM D149 DIELECTRIC CONSTANT 544V/MIL
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